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EC-15i5

All-in-one Touch POS Terminal

Features

Speci�cations

• True-FLAT Bezel 
• CPU of IVY & Sandy Bridge Intel® Core i5 Dual Cores
• Optional 5-Wires Resistive Touch or Projected Capacitive Touch
• Expand peripherals as module integration

Terminal type     15”All In One Touch POS terminal
CPU       IVY & Sandy Bridge Intel® Core i5 Dual Cores
Chipset      Intel® HM76 Express Chipset
Memory     2x SO-DIMM (204pin) Slot, DDR3 1333 MHz, Max 8GB
Storage      2.5” SATAIII /SATAIII interface x 2

Touch Panel       5-Wires Resistive Touch / Projected Capacitive Touch
Resolution      1024 x 768
Luminance      250 cd/m²
Contrast Ratio      700 : 1
Response Time     16 ms
Viewing Angle      Horizontal / vertical    (150° / 120°)
 
Options      Support ISO Track 1/2/3, USB interface Magnetic Stripe Reader
      20 x 2 characters, RS-232 interface VFD 

I/O Interface      1 * PS/2
      1 * 15 Pin VGA port
      1 * Realtek 8111F Gigabit Fast Ethernet LAN
      2 * USB 3.0
      4 * USB 2.0
      4 * COM ports with DB-9 Connector with 0V / 5V / 12V power selectable
      1 * CASH DRAWER (RJ11)
      1 * Audio (Earphone & Microphone)
 
Power Adaptor     Input : AC100-240V 2.5A 50/60Hz, Output : DC 12V 6.66A

Storage Temperature     - 20°C ~ 60°C ( - 4°F ~ 140°F )
Operating Temperature     0°C ~ 40°C ( 32°F ~ 104°F )
Dimensions      358 (W) x 223.9 (L) x 309.6 (H) mm
Package: carton box with Foam packaging  NW: 6KG ; GW: 8KG

Mounting (Standard)     VESA Compliant (100 mm x 100 mm)


